M. STIM

Quick and Easy Installation, Space-saving and
Design That Compliments Any Interior

(PSY SERI ES) The floor-standing indoor unit is mounted on the floor, enabling quick

installation. Its compact body requires only minimal space.

| PSY-SP30/36/42/48KA

q

4-way pipe work connections enable
greater freedom in installation

Remarkable freedom in choosing installation sites is
allowed by providing piping connection to the indoor
unit in four places: left side, back, from underneath
and on the right side of the unit. Even installation in the
corner of a room is easy.

1,900mm

0%

360mm

Streamlined, lightweight design

The PSY Series has a streamlined design and takes up very little floor
space. Adding to this appeal, the unit weight has been significantly
reduced for easier handling.

PSY-SP36/42/48KA
Long-life filter as standard equipment

Indoor units are equipped

Built-in controller with a long-life filter that has
a maximum service life of Adoption of
2,500 hours* (based on use “‘open-and-close
under  average  office grille” simpilifies
conditions). Filter cleaning is removal of filter
drastically reduced. Further- for cleaning.
more, the adoption of an
“open-and-close grille”
makes it easy to take the
filter out to clean off dust and
particulates.

*May vary according to operating conditions.

Flockless vanes

With the adoption of new flockless vanes, dirt and other impurities can
be cleaned off easily.

Features at a glance
Installation & Mai Comfort Others
+ Chargeless system * Auto-louver + System control
+ Lightweight design + Computerized dehumidifier + Auto restart
+ 4-way multi-directional piping + Quiet operation + Outdoor unit max. operating
« Easily removable filter temp. of 52°C
« Long-life filter (2500hrs.)*
+ Self-diagnostic function
* Flockless vanes
*May vary according to operating conditions.




SPECIFICATIONS

Floor-standing
PSY SERIES

M. SLIM

Models PSY-SP36KA PSY-SP42KA

PSY-SP48KA

Cooling capacity (Min-Max) 10.6 (4.0-10.6) 12.3 (6.1-12.3)

13.4 (6.7-13.4)

36,000 42,000

45,700

Total input 3.65 4.06

5.86

EER 2.90 3.02

2.28

ISEER 3.83 3.81

3.34

Model name PSY-SP36KA PSY-SP42KA

PSY-SP48KA

Power supply 1phase 220-240V 50Hz

External finish Munsell 0.7Y 8.59/0.97

Airflow 25-28-31

(low-med2-med1-high) 885-990-1090

External static pressure 0 (direct blow)

Opearation control and thermostat Built-in

Noise level (low-mid2-mid1-high) 45-49-51

Unit drain pipe (outer diameter) 26

W 600

Dimensions D 360

1,900

Weight 48

Model name PUY-SP36YKA2 PUY-SP42YKA2

PUY-SP48YKA2

Power supply 3phase 380-415V 50Hz

External finish Munsell 3.0Y 7.8/1.1

Refrigerant (R410A) control Linear expansion valve

Airflow

Noise level

Outdoor mm

unit Dimensions mm

mm 981

Weight kg

Max. height difference m 30

Max. piping length m 50

. . . Liquid: 9.52
Pipe size (outer diameter) mm Gas: 15.88

| Upper limit (DB) 52

Guaranteed Opearating Range I Cower T (0B) 5

© Rating conditions Cooling - Indoor: 27°C (80°F) DB, 19°C (66°F) WB, Outdoor: 35°C (95°F)
 Refrigerant piping length (one-way): 7.5m(25ft)
* Total input based on the indicated voltage (indoor/outdoor): 1phase 230V 50Hz, 3phase 400V 50Hz




ONTROL
TECHNOLOGIES

M. SLAIM

User-friendly Deluxe Remote Controller with Excellent
Operability and Visibility

PAR-31MAA (Optional)

Full-dot Liquid-crystal Display Adopted

Easier to read thanks to use of a full-dot liquid-crystal display with
backlight, and easier to use owing to the adoption of a menu format

Easy-to-Read & Easy-to-Use

that enabled the number of operating buttons to be reduced.

PAR-31MAA

Display Example [Operation Mode] Multi
ulti-

language

Full-dot LCD

Cool Dry Fan
[English]  [Spanish]
ﬁx . 35' Cool Frio
o SN o

Energy-efficient Control

Operation Control Functions

\Y4
Multi-language Display
Control panel operation in eight
different languages

Choose the desired language from
among the following.

[ltalian] [French] [Russian]  [Portuguese] [Swedish]
Raffred Kihlen  Froid Oxnaka.  Frio Kyla

o T < T T« I < T

[German]

Prevents wasteful operation by
automatically returning to the preset
temperature after specified operating time

Operation
Lock

Fixed temperature setting promotes
energy savings

After adjusting the initial temperature on a hot day, it is easy to forget to return the
temperature setting to its original value. The Auto-return function automatically
resets the temperature back to the original setting after a specified period of time,
thereby preventing overcooling. The Auto-return activation time can be set in
10-minute units, in a range between 30 and 120 minutes.

*Auto-return cannot be used when Temperature Range Restriction is in use.

Night
Setback

Keep desired room temperatures
automatically

This function monitors the room temperature and automatically activates the cool-
ing mode when the temperature rises above the preset maximum temperature set-
ting.

Temperature
Range
Restriction

Temperature Range Restriction
prevents overcooling

Using a temperature that is 1°C higher for cooling results in a 10% reduction in
power consumption.* Temperature Range Restriction limits the maximum and mini-
mum temperature settings, contributing to the prevention of overcooling. *In-house
calculations

19¢0

le temperature range setting

25¢0

Lower temperature limit

Lower temperatures cannot To prevent excessive cooling

be selected

Recommended for Office Restaurant

Turns cooling off
automatically after preset time
elapses

Auto-off
Timer

When using Auto-off Timer, even if one forgets to turn off the unit, operation stops
automatically after the preset time elapses, thereby preventing wasteful operation.
Auto-off Timer can be set in 10-minute units, in a range between 30 minutes and 4
hours. Eliminates all anxiety about forgetting to turn off the unit.

Recommended for

Meeting room Changing room

In addition to operation start/stop, the operation mode, temperature setting and air-
flow direction can be locked. Unwanted adjustment of temperature settings is pre-
vented and an appropriate temperature is constantly maintained, leading to energy
savings. This feature is also useful in preventing erroneous operation or tampering.

Recommended for | office School Public hall

Hospital Computer server facility

Weekly
Timer

Set up to 8 patterns per day including
temperature control

The Weekly Timer enables the setting of operation start and stop times and adjusting
the temperature as standard features. Up to 8 patterns per day can be set, providing
operation that matches the varying conditions of each period, such as the number of
customers in the store.*Weekly Timer cannot be used when On/Off Timer is in use.

Setting Example (restaurant in summer time)

Preparation
26
1 t to lower temperature Off-peak Y sot 10 higher temperature
hours
25

7 8 Closing time

Opening
time

2

Lunch time: Dinner time

[
8-pattern setting
]
| I | | 1 | 1

10 12 14 16 18 20 24 (Time)
*Joint research conducted with Japan Facility Solutions, Inc.

Temperature setting (°C)
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Advanced MA Remote Controller —

A Progressive Step in the Evolution of Air Conditioning Control

PAR-21MAA (PEY-SP Series,
PSY Series Built in)

Dot Liquid-crystal Display Adopted

The adoption of dot liquid-crystal display (LCD) technology and a
large display screen for the control panel optimise visibility. Opera-
tion and control status are easily read at a glance.

PAR-21MAA
Display Example [Operation Mode]

Dot LCD

Energy-efficient Control

Operation Control Functions

Easy-to-Read/Easy-to-Use
\Y
Multi-language Display
Multi- Control panel operation in eight
language different languages

Choose the desired language from among the
following.

[English] [Spanish] [ltalian] [German]

[French] [Russian] [Chinese] [Japanese]

Temperature
Range
Restriction

Air conditioner operation restricted
to within a specified operating range

Set the upper and lower limits for the temperature range during operation.
Excessive cooling is prevented, leading to increased energy savings.

Cooling/Dry (Setting example of minimum temp. at 25°C)

19¢0 30¢0

range setting

Lower temperature limit

Lower temperatures cannot
be selected

To prevent excessive cooling

Recommended for Office Restaurant

Auto-off Automatically turns off
Timer air conditioner

Set the time for the air conditioner to turn off automatically. The timer can be set in
the range from 30 minutes up to 4 hours in 30-minute intervals.

The “Simple Timer’—starts/stops in units of 1 hour in a 72-hour period—is set at
the time of shipment from the factory. It can be changed to the “Auto-off Timer”
function using the remote controller.

Recommended for | Meeting room Changing room

Operation Prevent operation settings
Lock from being changed

Units can be set so that the operation mode cannot be changed. When “Operation
Lock” is activated, new temperature setting commands are not accepted, thereby
ensuring that the unit runs in the specified (locked in) temperature range. This pro-
motes energy savings and prevents erroneous/ mischievous operation.

Only the administrator can change settings when using the Operation Lock mode.

Recommended for | office School Public hall

Hospital Computer server facility

Weekly Introduced in response to
Timer market demand

Control temperature on a weekly basis
Temperature settings and On/Off control can be managed over a period of one

week using the Weekly Timer. Up to eight setting patterns per calendar day are
possible.

Setting Example (restaurant in summer time)

Off-peal

lower temperature
hours

0 higher temperature

6 7 Closing time
Opening time
1 (5)
Lunch time Dinner time
i [

7-pattern setting

e |
12 14

24 (Time)

Temperature setting (°C)

| |
0 10

(Results of cooperative study with Japan Facility Solutions, Inc.)




NOTE &

OUTDOOR UNIT

Total input based on the indicated voltage (indoor/outdoor)

Notes for All Specifications

Rating conditions
Cooling - Indoor:  27°C (80°F) DB, 19°C (66°F) WB
Outdoor: 35°C (95°F) DB

Refrigerant piping length (one-way): 7.5m (25ft)

Guaranteed Operating Range

Indoor

Single-phase, 220-240V

M. SLIA

Outdoor

18/24/30V
Single-phase, 220-240V

36/42/48Y
Three-phase, 380-415V

Cooling

Sound Pressure Level

Upper limit (DB)
Lower limit (DB)

* Sound pressure measurements were conducted in an anechoic chamber.

* The actual noise level depends on the distance from the unit and the acoustic environment.

Refrigerant Piping

Capacity ”
al

SUY-SA18

SUY-SA24/30

PUY-SP36
PUY-SP42
PUY-SP48

Between indoor and outdoor units

x. height difference (m) Max. piping length (m

12 20

Refrigerant Requirements (R410A: kg)

Factory charged

Piping length
7m

SUY-SA18 1.2
SUY-SA24 2.0
SUY-SA30 21

PUY-SP36
PUY-SP42
PUY-SP48

2.8

30m

e When installing a single outdoor unit

<S Series>
W SUY-SA18

W SUY-SA24
W SUY-SA30

S
RN
)

1%
!h
“lln\(v
R

SUY-SA18 SUY-SA24, 30

100mm or more

350mm or more

100mm or more \ 500mm or more

200mm or more ‘ —

[Notice] If there is any obstruction

around the unit, check the condition details in the Data Book.

Pipe size (mm, outer dia.)

Liquid: 06.35
Gas: 0127
Liquid: 29.52
Gas: 015.88
Liquid: 9.52
Gas: 015.88

Additional charge

35m

0.75

<P Series>
W PUY-SP36
W PUY-SP42
W PUY-SP48

Thickness (mm)

t0.8
t0.8
t0.8
t1.0
t0.8
t1.0

Calculation

Xg=156g/mx (length-7)m

Xg=20g/mx (length-7)m

1.20 Xg=30g/m x (length-10)m

il
gt
Sy
wawww
it
it
il

PUY-SP36,42,48

250mm or more

250mm or more

1,600mm or more

Free

GC@CS)

500mm or more




OPTIONAL PARTS Mr.SUIM

Optional Parts

Part Name Model name Applicable models

Drain pump PAC-DRPOBSL-E PEY-SP
M-NET and Terminal interface MAC-334IF-E Allindoor units
Wireless remote controller PARSLIO0AE PLASPEA
PAR-SL97A-E PLY-SP / PEY-SP
Wireless remote controller PAR-SASCA-E PEY-SP
signal receiver PAR-SEQFA-E PLY-SP-EA
PAR-SA9FA PLY-SP-BA
High-efficiency filter element PAC-SH59KF-E PLY-SP
PAC-KE92TB-E PEY-SP18
Filter box PAC-KE93TB-E PEY-SP24
PAC-KE94TB-E PEY-SP30/36/42/48
3D i-see sensor corner panel PAC-SE1ME-E PLY-SP-EA
i-see sensor corner panel PAC-SA1ME-E PLY-SP-BA

PAC-SJ37SP-E PLY-SP-EA
PAC-SH51SP-E PLY-SP-BA

Remote On/Off adaptor PAC-SE55RA-E Allindoor units

Shutter plate

Remote operation adaptor PAC-SF40RM-E All indoor units
Remote sensor PAC-SE41TS-E All indoor units
PAC-SJB5AS-E PLY-SP-EA
Space panel
PAC-SH48AS-E PLY-SP-BA
Connector cable for remote display PAC-SH48AS-E All indoor units
PAR-32MAA Allindoor units
Wired remote controller
PAR-21MAA All indoor units
Multiple remote controller adaptor PAC-725AD All indoor units
MAC-881SG SUY-SA18
Air outlet guide MAC-886SG-E SUY-SA24/30
PAC-SH96SG-E PUY-SP36/42/48
o (Unit ©9.52 — Pipe 912.7) PAC-SG73RJ-E PUY-SP36/42/48
Joint pipe
(Unit 215.88 — Pipe ©19.05) PAC-SG75RJ-E PUY-SP36/42/48
Filter dryer for liquid pipe PAC-SG82DR-E PUY-SP36/42/48
Air protection guide PAC-SH95AG-E PUY-SP36/42/48
Drain socket PAC-SG61DS-E PUY-SP36/42/48
Centralized drain pan PAC-SH97DP-E PUY-SP36/42/48
M-Net converter PAC-SJ95MA-E PUY-SP36/42/48
Control/Service tool PAC-SK52ST PUY-SP36/42/48
External/Input adapter PAC-SC36NA-E PUY-SP36/42/48

Power supply terminal kit PAC-SJ39HR-E PLY-SP36/42/48-EA

A CAUTION

B Do not install indoor units in areas where the emission of VOCs such as phthalate compounds and formaldehyde is known to
be high (e.g., mobile phone base stations) as this may result in a chemical reaction.

® When installing, relocating or servicing air conditioners, use only the specified refrigerant (R410A) to charge the refrigerant lines.
Do not mix R410A with any other refrigerant and do not allow air to remain in the lines.
If air is mixed with the refrigerant, this may cause abnormal high pressure in the refrigerant lines and possibly result in an explosion
or other hazard.
The use of any refrigerant other than that specified for the system will cause mechanical failure, system malfunction or unit
breakdown. In the worst case, it could lead to a serious impediment to securing product safety.




OPTIONAL

Main Optional Parts

Part name

PARTS

Description

Part name

M. STIM

Description

High-efficiency Filter Element
Element for high-efficiency filter.
Removes fine dust particles from the air.

Plug
(for directing

f airflow)

High-efficiency
filter element

Remote On/Off Adapter
Connector for receiving signals from the
local system to control the on/off
function.

Remote on/off adapter

i-see sensor and (3D) i- sensor
for corner panel for PLY
Corner panel holding the (3D) i-see Sensor.

i-see Sensor
comer panel

Connector Cable for Remote
Display

Connector used to display the operation
status and control the on/off function from
a distance.

Connector cable for remote display

Brown
N Red
Orange
= Yellow
Green

Shuttle Plate
Plate for blocking an air outlet of the
4-way cassette indoor unit.

Shuttle Plate

Joint Pipe
Part for connecting refrigerant pipes of
different diameters.

Jointpipe  Onsite pipe

Indoor unit

U uidoor unit
Insulator —

Space Panel
Decorative cover for installation when the
ceiling height is low.

Space Panel

Air Outlet Guide
Changes the direction of air being
exhausted from the outdoor unit.

Wired Remote Controller
Advanced deluxe remote controller with
full-dot liquid-crystal display and
backlight.

Equipped with convenient functions like
night-setback.

et

00 ©

Air Protection Guide
Protects the outdoor unit from the wind.

Remote Sensor
Sensor to detect the room temperature at
remote positions.

Remote sensor

Drain Socket

A set of caps to cover unnecessary holes
at the bottom of the outdoor unit, and a
socket to guide drain water to the local
drain pipe.

Drain Pump for PEY Series
Raises drain generated during units
operation to secure the appropriate angle
of the drain pipe.

Centralised Drain Pan
Catches drain water generated by the
outdoor unit.

Outdoor unit

Centralised drain pan

M-NET Converter

Used to connect P Series A-control
models to M-NET controllers.

M-NET
Converter

Power Supply Terminal Kit
Terminal bed to change the power supply
from outdoor power supply to separate
indoor/ outdoor power supplies.

Control/Service Tool
Monitoring tool to display operation and
self-diagnosis data.

Control/service tool




The MEQ Difference

itsubishi
lectric

Simply meeting industry standards, however stringent, is not enough.

Our aim is to exceed them. When it comes to comfort, efficiency and durability,

Mitsubishi Electric offers you a distinctive advantage. We call it MEQ —

Mitsubishi Electric Quality. It results in benchmark leading-edge products like our

air conditioners, which consume minimal power, protect your investment through

a long service life, offer superior reliability and are built to take the punishment of

extreme weather conditions year in and year out.

Mitsubishi Electric Offers

Three Important Advantages

 Comfort  Efficiency \Q  Durabilty \Q

Clean air, optimum temperature
distribution and silent operation...

MEQ has led to the development
of state-of-the-art air purification
and deodorization filters that
remove unwanted odors and impu-
rities in the air. Original airflow
technologies and specially
designed components provide
even temperature distribution —
even in remote regions of a room.
At Mitsubishi Electric, comfort
doesn't simply mean cool or warm,
it means clean and quiet too.

Optimum cost performance and
energy savings...

MEQ results in air conditioners
that are rated among the best in
the industry in terms of quality
and energy efficiency. We strive
for a perfect balance of perfor-
mance, reliability, low power
consumption and long service life.
This is complemented by continu-
ously introducing new technologies
and components that further
reduce energy requirements and
negative environmental impact.

o’

Rugged construction, rigorous
testing, long-lasting operation...

MEQ is behind a mindset that goes
to extremes to ensure higher quality
products that protect the initial
investment over years of reliable
service. We subject our indoor and
outdoor units to rigorous durability
testing, including harsher tempera-
ture extremes than likely found
anywhere in the world.
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MITSUBISHI ELECTRIC INDIA PVT. LTD.
HEAD OFFICE: 3rd Floor, Tower A, Global Gateway, MG Road, Gurugram — 122002 (Haryana)
Tel. No.: (Main): 0124-6739300/301 Website: www.MitsubishiElectric.in Email: customersupport@asia.meap.com

Customer Care Toll Free No.: 1800 102 2626
TECHNICAL CENTRES: Ahmedabad: 079-67777874; Bengaluru: 080-40201600; Chennai: 044-49232222;

Delhi: 011-66057900; Mumbai

: 022-66116200

BRANCH/SALES OFFICES: Ahmedabad: 079-67777888; Bhubaneswar: 09073949597; Bengaluru: 080-40201600;
Coimbatore: 0422-4385606; Chandigarh: 0172-4601645; Chennai: 044-49232222; Delhi: 011-66057900;
Ghaziabad: 011-66057900; Hyderabad: 040-43438888; Indore: 0731-4098991; Jaipur: 0141-4011109;
Kolkata: 033-40858800/16-88; Kochi: 0484-4862093; Lucknow: 0522-4002607; Ludhiana: 0161-4061654;
Mumbai: 022-66116200; Nagpur: 09921442323; Pune: 09922441773; Rajkot: 09586605009;

Surat: 0261-4003111; Vadodara: 0265-2314699; Vijaywada: 08498894567 .

SATELLITE OFFICES: Agra: 09536900140; Amritsar: 09780021037; Aurangabad: 09552572820;
Bhopal: 08448398010; Dehradun: 08800878763; Goa: 09167113443; Hubli: 08448398010; Kanpur: 07755007767
Patna: 09073949596; Raipur: 08448397997; Ranchi: 0973949598; Tirupati: 09319591931; Trichy: 09205599022;
Varanasi: 09336311110; Vizag: 09205987308

exchange scheme for returning of e-waste on Company website (www.MitsubishiElectric.in) or by

“For E-waste Collection & Disposal process: Customer can get complete details of company process
on collection, disposal of e-waste product (i.e. ‘Mitsubishi Electric’ make Air Conditioner) and incentive /
calling on Toll free number 1800 102 2626.

Specifications subject to change without notice.

g MITSUBISHI
ELECTRIC
AIR CONDITIONERS




